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PLANT SCHEDULE / GENERAL NOTES

TREES |QTY  |BOTANICAL NAME / COMMON NAME TYPE SIZE HEIGHT SPACING REMARKS / 1. THE CONTRACTOR SHALL LOCATE AND VERIFY THE EXISTENCE OF ALL UTILITIES PRIOR

o " CLADRASTIS KENTUKEA / AMERICAN YELLOWWOOD PECDUOUS |37 CAL. 147167 HT |AS SHOWN |B&B, & CLEAR TRUNK / 2 ;ELSJ§$EQSLV2%§TL CONFORM TO THE GUIDELINES ESTABLISHED BY THE CURRENT

PB 25  |PLATANUS X ACERIFOLIA ‘BLOODGOOD® / LONDON PLANE TREE |DECIDUOUS |3” CAL. [14—16" HT |AS SHOWN [B&B, 6° CLEAR TRUNK / AMERICAN STANDARD FOR NURSERY STOCK, PUBLISHED BY THE AMERICAN ASSOCIATION
G515 QUERCUS SHUMARDII / SHUMARD RED OAK DECIDUOUS |3 CAL— [14-16" HT_|AS SHOWN |B&B, 6" CLEAR TRUNK SPEEDWAY SPECIFICATIONS SECTION 529500 = TURE d GRASSES AND. SEQTION 329300
uL 20  |ULMUS PARVIFOLIA ‘DRAKE' / LACEBARK ELM TREE DECIDUOUS |3” CAL. [14—16' HT |AS SHOWN [B&B, 6° CLEAR TRUNK — PLANTS. FOR ANY SPECIFICATION CONFLICTS, THE AMERICAN STANDARD FOR
A 13 |ZELKOVA SERRATA ‘GREEN VASE' / SAWLEAF ZELKOVA DECIDUOUS  |3” CAL. [14—16' HT |AS SHOWN |B&B, 6' CLEAR TRUNK 3 I,\I{'UEISSECRRYESAT\NO((;EslSBI—I?VI\?EEI\?NTTHREOLI!’_E\Aﬁ iE%C'TFL%ATF',?ENT LIST ARE FOUND, CONTACT THE
OWNER'S REPRESENTATIVE.
4. THE CONTRACTOR SHALL OBTAIN AND PAY FOR ALL PERMITS AND FEES THAT MAY BE
REQUIRED FOR LANDSCAPE PORTION OF WORK.
£ 5. ALL NEW LANDSCAPE PLANTINGS SHALL BE GUARANTEED FOR A PERIOD OF ONE YEAR
EXISTING FOLLOWING FINAL INSPECTION BY OWNER’S REPRESENTATIVE. AT THE END OF THIS
DETENTION} PERIOD, PLANT MATERIAL DEEMED AS DEAD OR UNSATISFACTORY BY OWNER’S
REPRESENTATIVE SHALL BE REPLACED AT NO ADDITIONAL CHARGE BY THE LANDSCAPE
CONTRACTOR.
6. CONTRACTOR SHALL NOTIFY OWNER'S REPRESENTATIVE IN WRITING PRIOR TO BID DATE
OF ANY PLANTS THAT THEY FEEL MAY NOT SURVIVE IN LOCATIONS NOTED.
7. PLANTS AND ALL OTHER MATERIALS TO BE STORED ON SITE WILL BE PLACED WHERE
THEY WILL NOT CONFLICT WITH CONSTRUCTION OPERATIONS OR GET DAMAGED.
8. NO SUBSTITUTIONS OF PLANT MATERIAL WILL BE ALLOWED. IF PLANTS SHOWN ARE
UNAVAILABLE, THE CONTRACTOR SHALL NOTIFY OWNER’'S REPRESENTATIVE PRIOR TO BID
DATE IN WRITING. ALL PLANTS SHALL BE INSPECTED AND TAGGED WITH PROJECT
/ IDENTIFICATION SHOWING GENUS, SPECIES AND VARIETY AT NURSERY OR CONTRACTORS
OPERATION PRIOR TO MOVING TO JOB SITE. PLANTS MAY ALSO BE INSPECTED AND
APPROVED OR REJECTED ON THE JOB SITE.
9. LOOSEN SUBGRADE TO A MINIMUM DEPTH OF 4 INCHES. REMOVE STONES LARGER
\ THAN 1 INCH IN ANY DIMENSION AND STICKS, ROOTS, RUBBISH, AND OTHER
\ EXTRANEOUS MATTER AND LEGALLY DISPOSE OF THEM OFF OWNER'S PROPERTY. AFTER
REMOVAL OF NOTED ITEMS, AMEND SOIL WITH ONE PART COMMERCIAL GRADE 'POTTING
SOIL,” 5 PARTS TOPSOIL AND 4 PARTS PEAT MOSS. A FULL 4 INCH LAYER OF
- APPROVED SHREDDED FIBROUS PEAT MOSS MAY BE USED IN LIEU OF PLANTING MIX.
- 10. ALL PLANTS, INCLUDING TREES, SHRUBS, GROUND COVER, AND FLOWERS, SHALL BE
\ \ BALLED AND WRAPPED OR CONTAINER GROWN. NO CONTAINER GROWN STOCK WILL BE
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ACCEPTED IF IT IS ROOT BOUND. ALL ROOT WRAPPING MATERIAL MADE OF SYNTHETICS
\ OR PLASTICS SHALL BE REMOVED AT TIME OF PLANTING. WITH CONTAINER GROWN
\ STOCK, THE CONTAINER SHALL BE REMOVED AND THE CONTAINER BALL SHALL BE CUT
—~ THROUGH THE SURFACE IN TWO VERTICAL LOCATIONS.
- \ 11. GROUND COVER AND FLOWERS SHALL BEAR THE SAME RELATIONSHIP TO FINISHED
GRADE AS ORIGINAL GRADE BEFORE DIGGING. TREES AND SHURBS SHALL HAVE A
\ \ FINISH GRADE OF +1 INCH MAXIMUM TO ORIGINAL GRADE.
\ 12. REFER TO SPEEDWAY SPECIFICATIONS SECTION 329200 — "TURF AND GRASSES” AND
\ SECTION 329300 — "PLANTS” FOR TYPES OF MULCHES TO BE USED ON SITE.
) 13. TREES ARE TO BE A MINIMUM OF 3 FEET AWAY FROM ANY HARDSCAPE FEATURE SUCH
- \ \ AS CURBS, WALKS, ETC. TREES SHALL HAVE A ROOT BARRIER SYSTEM IF WITHIN 3—5
FEET OF ANY HARDSCAPE FEATURE.

— ﬁRE GREEN W. \ 14. MAINTAIN 3 FEET MINIMUM FROM THE NEAREST DRIPLINE/ROOT BALL EDGE OF PLANTED
g EXTENSION \ TREES TO THE NEAREST EDGE OF ANY UTILITY LINES. THE LANDSCAPE CONTRACTOR
/ SHALL VERIFY THE LOCATION OF ALL UTILITY LINES PRIOR TO COMMENCING WORK AND
PROVIDE A ROOT BARRIER SYSTEM FOR TREES WITHIN 3—5 FEET OF UTILITY LINES.

/ 15. ALL AREAS NOTED "GRADE AND SEED” AND "MULCHED PLANT BED” WILL RECEIVE TOP
y SOIL AS INDICATED IN SPEEDWAY SPECIFICATIONS. FOR NON-—IRRIGATION SITES, WATER
S / LAWN FOR 30 DAYS POST TURNOVER DATE.
— =% 16. ALL PLANTS SHALL BE SPRAYED WITH AN ANTIDESSICANT AND WATERED THOROUGHLY
_— - / TWICE DURING THE FIRST 24—HOUR PERIOD AFTER PLANTING.
C = 17. AN APPROVED PRE-EMERGENT HERBICIDE SHALL BE APPLIED IN ALL PLANTING AND
EXISTING TREE ~ GROUND COVER BEDS AT RATES SPECIFIED BY MANUFACTURER FOR EACH VARIETY OF

MASS TO REyrAlN} PLANT.
4 18. ALL STORM WATER DETENTION BASINS SHALL HAVE GRASS COVERAGE UNLESS LOCAL
o’ CODE DICTATES OTHER TYPE OF VEGETATION TREATMENT OR AS CALLED OUT ON THE
V4 LANDSCAPING PLAN.
, DO NOT HEAVILY PRUNE THE TREE AT

' PLANTING. PRUNE ONLY CROSSOVER
| LIMBS, CO—DOMINANT LEADERS, AND
' I BROKEN OR DEAD BRANCHES. SOME
INTERIOR TWIGS AND LATERAL
' " BRANCHES MAY BE PRUNED; HOWEVER,

C-FUTURE
SECTION
S

TOWN OF NOLENSVILLE, WILLIAMSON COUNTY, TN

DO NOT REMOVE THE TERMINAL BUDS

HE JONES COMPANY

OF BRANCHES THAT EXTEND TO THE
' / EDGE OF THE CROWN.

MARK THE NORTH SIDE OF THE TREE
' IN THE NURSERY, AND ROTATE TREE

TO FACE NORTH AT THE SITE WHEN
_— = - . 1A \ \ - EVER POSSIBLE.

= EACH TREE MUST BE PLANTED SUCH
AN - THAT THE TRUNK FLARE IS VISIBLE AT
~, / = THE TOP OF THE ROOT BALL. NO MULCH

C-EXISTING TREE
MASS TO REMAINB

SUMMERLYN - SECTION 2

SHALL BE WITHIN A MININUM OF 3”
FROM THE TRUNK OF THE TREE. DO NOT
COVER THE TOP OF THE ROOT BALL
WITH SOIL. SET TOP OF ROOT BALL
FLUSH TO GRADE OR 1-2" HIGHER IN

J/ —~
| o

~ SLOWLY DRAINING SOILS.

| —— —7

/ / 4” PINE STRAW MULCH, DO NOT PLACE

N>

\\

MULCH IN CONTACT WITH TREE TRUNK.

3” RAISED EARTH RING

/ 6’ DIA. MULCH RINg / |

/ T T REMOVE ALL TWINE, ROPE,
/ o e % N WIRE, AND BURLAP FROM TOP
| | [SHess St B 1/3 OF ROOTBALL

] I 2
/ SCARIFY SIDES BEFORE
PLANTING

n 07-01-2015 (D.R.S)\f
REV. PER CITY COMMENTS

REVISIONS

RIS TAMP SOIL AROUND ROOT BALL BASE
/ T FIRMLY WITH FOOT PRESSURE SO THAT
- 68" MIN. [ 7 ROOT BALL DOES NOT SHIFT. BACKFILL
i ) RRRRRRN WITH TOPSOIL IN 9” LAYERS. WATER EACH
% LAYER UNTIL SETTLED. DO NOT TAMP
“ AFTER WATERING
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PLACE ROOT BALL ON UNEXCAVATED
OR TAMPED SOIL.

Know what's below. 127 ROOT BALL 12" NOTES:

- / Call before you dig. [ MIN. | | MIN. | 1. DO NOT STAKE TREES UNLESS

- _ i | | APPROVED BY THE LANDSCAPE
| | ] /l | ARCHITECT. IF STAKED, REMOVE
| “ ’ | | AFTER ONE GROWING SEASON.

2. DO NOT WRAP TREE TRUNKS
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UNLESS APPROVED BY THE STREET TREE
TREE PLANTING LANDSCAPE ARCHITECT. REMOVE PLAN
NOT TO SCALE WRAP AFTER PLANTING.
3. NON—BIODEGRADABLE BURLAP TO
BE REMOVED OR ROLLED UNDER
I 0 60 120 180 ROOT BALL AFTER PLANT IS

I G PLACED IN HOLE.
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