24'-0"

1
|

| 14'=0" MIN. |
| 2% 2% |

% EASEMENT
% EASEMENT

1. PAVEMENT SECTION SAME AS LOCAL

RESIDENTIAL ROADWAY.
PRIVATE R NTIAL ALLEY
2. PRIVATE ALLEY SHALL BE MAINTAINED

BY PROPERTY OWNERS ASSOCIATION.

3. TRASH PICKUP, MAIL DELIVERY SHALL

OPTION: SLOPE PAVEMENT TO BE WITHIN ALLEY, WHEN ALLEY PROVIDED.

CENTERLINE WITH 4. MAILBOXES SHALL BE A MINIMUM OF
APPROPRIATE DRAINAGE 2 FEET FROM EDGE OF PAVEMENT.
FACILITIES.
| 30'-0" |
= | 18'-0" | =
o o
= | |

2% 2% o
—y— —_—
T — =
PAVEMENT SECTION SAME AS
COMMERCIAL OR COMMERCIAL OR INDUSTRIAL
RESIDENTIAL ALLEY ROADNAY

25'-0" MINIMUM

20'-0" MINIMUM |

EASEMENT

—
=
i
=
L |
N
<t
L

8" STONE BASE ON COMPACTED SUBGRADE

(PERMITTED FOR 3-6 LOTS ONLY IN FARM HOUSE CLUSTER IN THE ER ZONE)

ALL PRIVATE ROADS, PRIVATE ALLEYS OR PUBLIC ALLEYS SHALL HAVE ENGINEERED
DRAINAGE FACILITIES WITH EVALUATIONS AND CALCULATIONS SUBMITTED TO THE TOWN.

REVISION DATE ALLEY AND PRIVATE ROAD
ADOPTED 12-02-1999 Town Of TYPICAL SECTION
AMENDED 8-14-2003 N o | ensvi | | e

RW-1
1838 Telephone FAX N.T.S.

AGreatPlace ToLive  (615) 776-3633 (615) 776-3634




22'-0" R.0.W.

1 16°-0" 1 MOUNTABLE
- i*- —w —~—"  CURB
N 2% 2% ﬂ,//
A ANE W R
| . |
| |
C OPEN < HOUSE
SPACE w LOT w
| |
| |
‘ 2 ‘
=Z
<
l — l
33 SIDEWALK
TYPICAL
w
O
Q
<
(o))

N

LOCAL ROAD
NOTES:

1. NO SIDEWALK IS REQUIRED ALONG ACCESS LANES.

REVISION DATE ACCESS LANE AND MARGINAL
ADOPTED 12-02-1999 Town Of ACCESS ROAD - TYPICAL
AMENDED 8-14-2003 N o | ensvi | | e

RW-2
1838 Telephone FAX N.T.S.
A Great Place To Live (615) 776-3633 (615) 776-3634
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LOCAL COMMERCIAL AND
INDUSTRIAL ROADWAY

TYPICAL SECTION
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Town Of
Nolensville

FAX

(615) 776-3633 (615) 776-3634

Telephone

1838

A Great Place To Live

12-02-1999

REVISION
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10" PUBLIC
UTILITY EASEMENT
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REVISION DATE UNDERGROUND UTILITY LOCATIONS

ADOPTED

12-02-1999

1838

A Great Place To Live

Town Of
Nolensville

Telephone FAX
(615) 776-3633 (615) 776-3634

TYPICAL DETAIL
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N.T.S.




MOUNTABLE CURB
WITH GUTTER

/

—~— 4' SIDEWALK WITHIN A 15' EASEMENT
MAY BE REQUIRED BY THE PLANNING
COMMISSION TO CONNECT TO ADJACENT
PROPERTY OR PEDESTRIAN WAY.

15°
EASEMENT
P —_—T1 "7 T~o ,
™. 4' SIDEWALK (TYPICAL)

6" GRASS

STRIP

CURBED LANDSCAPE ISLAND
R.=25'-0"

L
=z
=
| -
i
= £
o W | =
] . <C
| o o | &
| w | © | =
w | @
PAVEMENT| | ~
R.O.W.
NOTES:
- ALTERNATIVE CUL-DE-SAC CONFIGULATIONS MAY BE
PERMITTED SUBJECT TO APPROVAL BY THE TOWN.
— MOUNTABLE CURB CAN BE USED AROUND THE
GRASSED ISLAND.
REVISION DATE LOCAL RESIDENTIAL
Town Of CUL-DE-SAC PAVING

ADOPTED

12-02-1999

AMENDED

8-14-2003

1838

A Great Place To Live

TYPICAL DETAIL

Nolensville

RW-7

Telephone FAX

N.T.S.

(615) 776-3633  (615) 776-3634




45'R

,’/ ~
/ \
\
- N

R.O.W.
15'R MIN. ! \
7 \
\
w
E.O.P. 10'R YV DQ‘Q
_CUHBN _ ~ | CURBED LANDSCAPE ISLAND
NSy
\ K
\ ,
\ I
R.O.NW N 15'R MIN.
o /
60'R u_\{
= '\AS'R
PROVIDE CONTINUQOUS o % o
GUTTER OR TRAFFIC \ o dl o e (
STRIPING TO DELINEATE w 5 wjow
PRIMARY TRAFFIC FLOW W — —
© X
-
<<
| o |
| ! =
3‘ w
o PAVEMENT, =
- o
o .
o
~——— R.0O.W.———
NOTES:
ALTERNATIVE CUL-DE-SAC CONFIGULATIONS MAY BE
PERMITTED SUBJECT TO APPROVAL BY THE TOWN.

REVISION DATE Town Of LOCAL RESIDENTIAL EYEBROW
ADOPTED 12-02-1999 - TYPICAL DETAIL
AMENDED 6-12-2003 N (0] I ensvi I I e

RW-8
1838 Telephone FAX N.T.S.

AGreatPlace ToLive  (615) 776-3633 (615) 776-3634




—~ WIDTH OF ROADWAY MINUS 2'-0" -]

2' SPLICE BLOCK WHEN
REQUIRED ON CONTINUOUS

2'-0" BARRICADE 2 _Q"
W—|<—VARIES 10" MAX. TO 4° MIN.—>| ‘«——‘

- —O

|
|
[ | [
[ [ I
L L L
POST SHALL BE SET 24" DEEP W/12"

6" DIA. OR 4"x4" TREATED DIA. CONCRETE OR 36" DEEP INTO
POSTS , PAINTED WHITE NATURAL SOIL AT CONTRACTORS OPTION.

NOTES:

. WIDTH OF RAIL SHALL BE A MINIMUM OF 8" AND MAY BE A MAXIMUM OF 12", 2"

NOMINAL SMOOTH LUMBER.

. RAILS SHALL BE FASTENED TO EACH POST WITH 1/4" STEEL BOLTS WITH WASHERS
ON EACH SIDE. BOLT THREADS SHALL BE PEENED.

. THE RAILS SHALL RECEIVE TWO COATS OF WHITE OIL BASED PAINT. THEN SHALL HAVE
6" WIDE REFLECTORIZED RED STRIPES OF TAPE PLACED ON 45° SLOPES DOWN AND TOWARD
THE CENTER OF THE BARRICADE.

. BARRICADES MAY BE CONSTRUCTED IN SECTIONS OR MAY BE CONTINUOUS ACROSS ROADWAY

WIDTH. SPLICES ON CONTINUOUS RAIL BARRICADES SHALL BE AT POSTS AND SHALL HAVE
A 2'-0" SPLICE BLOCK ON THE BACK SIDE OF THE SAME MATERIAL AS RAIL.

. 18" DIAMOND REFLECTORIZED RED PANEL OR 18" DIAMOND RED OR BLACK PANEL WITH
NINE 3" DIAMETER RED REFLECTORS SYMMETRICALLY PLACED AT CENTER POSTS, A MINIMUM
OF 4'-0" ABOVE GROUND SHALL BE USED FOR END OF ROAD MARKERS.

REVISION DATE BARRICADE
12-02-1999 Town Qf TYPICAL DETAIL
Nolensville
RW-9
1838 Telephone FAX N.T.S.

AGreatPlace ToLive  (615) 776-3633 (615) 776-3634




6" 1 1'-6
1/4"H\&k —2 1/2" R. GRADE CONTROL
] 2
.
~
3 1/2" R. -
((e]
o
7 >
| — - 10
SPILL
6" 1 1'-6
1/2"F¥\&‘r —2 1/2" R. GRADE CONTROL o i
% o
: 3 1/2" R. -
- ©
|
T
gt |
GRADE CONTROL *
[T N
I \ iy
| | i

REVISION

DATE

ADOPTED

12-02-1999

1838

A Great Place To Live

Town Of
Nolensville

Telephone FAX
(615) 776-3633 (615) 776-3634

VERTICAL CURB WITH GUTTER
TYPICAL DETAIL

RW-10

N.T.S.




30"
16" | 147
Grass Pavement
<& ’ Surface
"‘l‘r__ — 1.18" _
. . .’ . — .12 "‘/,
< \ pe=liis==T
I AW .. s’\.O — N Y
| . I BN
- Y ™ ciass AT BT coNereTE = | T
4000 psi) g |t e ~\ ©
-~ M3 E’ > - -
3/4"
TYPICAL CROSS - SECTION
Expansion Expansion
Joint /—Inlet Joint
Cur Lurl
Gutter Gutter
10" Min. 10" Min.
lie Into Inlet Tie Into Inlet
FRONT VIEW
REVISION DATE Town Of MOUNTABLE CURB
ADDED 8-14-2003

1838

A Great Place To Live

Nolensville

Telephone
(615) 776-3633 (615) 776-3634

WITH GUTTER

RW-11

FAX

N.T.S.




BACKFILL AT
BACK OF CURB

EIEIEEDE
"E%%%%@ﬁzﬁzm
- -m:m:m:m—m:mz

ullh—nv

©

—— CLASS 'A’

CONCRETE
CURB (TYP.)
(4000 psi)

SPHALT SURFACE

- B -
[N - - Y
. - -
R S L
T A RN B
R R ..
. NN " B
- e .. :

e - L RN
e oA Lt AN
-l D N
L) Tt . R A
Soe0 PR [T f

¢ WL e
sl T 1 = .. 7
L . 8 MR

%
oQ S
OQ 0 oQ
o] 0%00Q 2B
oo COOOC%O @) SO0 ASPHALT BINDER
q§§>o OC%%? (0)0)
CRUSHED

AGGREGATE BASE

THIS CURB IS ONLY PERMITTED FOR USE IN THE ER ZONING DISTRICT.

REVISION DATE
ADOPTED 12-02-1999
AMENDED 8-14-2003

1838

A Great Place To Live

Town Of
Nolensville

Telephone FAX
(615) 776-3633 (615) 776-3634

MOUNTABLE CURB
TYPICAL DETAIL

RW-12

N.T.S.




EXPANSION JOINT TO BE SPACED 25° TO 30’ APART DEPENDING
ON TRAVERSE JOINT MARKINGS OR AS DIRECTED BY ENGINEER W=SIDEWALK
WIDTH
TRAVERSE JOINT MARKINGS
L= o e
sz = Zl
BT | =l B
E R 73] o
MR . =
> |. . o <.
v N\ v v v N4 N4 v N\ v v v v v v v
GRASS AREA
Vv Vv Vv Vv Vv Vv Vv Vv Vv Vv Vv Vv Vv Vv Vv
N2 N2 N2 N2 N2 A N2 N2 N2 A N2 N2 N2 N2 A N2 N2 N2
XCURB
SIDEWALK WITH GRASS PLOT
EXPANSION JOINT TO BE SPACED 25' TO 30’ APART DEPENDING
ON TRAVERSE JOINT MARKINGS AND CURB JOINTS WHERE SIDEWALK
IS BUILT TO CURB. W=3J|[E)ETVIY|ALK
TRAVERSE JOINT MARKINGS
L= o —
sz = Zl
BT | =l B
E R 73] o
> |. . o <.
\—CURB \CURB CURB—/
EXPANSION EXPANSION
JOINT SIDEWALK BUILT TO CURB JOINT
EXPANSION JOINT TO BE SPACED 25' TO 30° APART DEPENDING
ON TRAVERSE JOINT MARKINGS AND CURB JOINTS WHERE SIDEWALK
IS BUILT TO CURB.
R | TRAVERSE JOINT MARKINGS " W=SIDEWALK - | -
S | BN WDTH [
8 / @ \—LONGITUDINAL JOINT MARKINGS \ S
‘==::?i ” -Eﬁ 5 gg '0::'
- - X [a sy - <
- e -

GENERAL NOTE:

1. SIDEWALKS SHALL BE A MINIMUM OF 4" THICK AND MAINTAIN A MINIMUM OF 3 CLEARANCE THROUGH THE PATH OF TRAVEL.

\—CURB

EXPANSION
JOINT

\CURB
SIDEWALK BUILT TO CURB
(WIDTHS GREATER THAN 6')

2. MAXIMUM CROSS SLOPE SHALL NOT EXCEED 1:50 (VERTICAL:HORIZONTAL)
3. SIDEWALK SHALL BE CONSTRUCTED OF 4000psi CONCRETE. BROOM FINISH.

N

CURB
EXPANSION
JOINT

REVISION

DATE

ADDED

6-12-2003

Town Of

STANDARD CONCRETE SIDEWALK

Nolensville

RW-13

Telephone FAX

1838

N.T.S.

A Great Place To Live

(615) 776-3633  (615) 776-3634




FRONT OF OBSTRUCTION
OBSTRUCTI(W\ /SUPPORT

~_—Curs
7 =
g FERSV i ol mE AN
N % + Zo A \
| EXPANSION—"] = S : ) BACK OF
JOINT 4 Di16” R 1 =  CURB
A ) ‘=0 g
< < A 2 ) —
A
A < 4 < pay
<

\ 4 ; D = DIAMETER OF

CURB OBSTRUCTION SUPPORT

EXPANSION

JOINT

<
A AA
<
a)

A 5l

¢ 4

R 1/4”
VAN
—_ _—

\1 /2"

TYPICAL EXPANSION JOINT DETAIL

GENERAL NOTE:

1. EXPANSION JOINTS SHALL BE PLACED AS SHOWN ON THIS DRAWING OR AS
DIRECTED BY THE ENGINEER.

2. COST OF ALL EXPANSION JOINTS SHALL BE INCLUDED IN UNIT BID PRICE FOR
SIDEWALKS.

3. ONE—HALF INCH EXPANSION JOINTS SHALL BE USED IN ALL LOCATIONS.
4. THIS STANDARD DRAWING SHALL BE USED FOR OBSTRUCTIONS IN SIDEWALK. RAMP

REPLACEMENT, SIDEWALK DETAILS, EXPANSION JOINTS, ETC. ARE SHOWN ON OTHER
DETAILS.

5. MAINTAIN A 3’ CLEAR PATHWAY THROUGH PEDESTRIAN ZONES.

REVISION

ADDED

DATE Town Of SIDEWALK OBSTRUCTION DETAIL
6-12-2003 -
Nolensville
RW-14
1838 Telephone FAX N.T.S.

AGreatPlace ToLive  (615) 776-3633 (615) 776-3634




N

ERAAN
BN

SIDEWALK

1:12 MAX CURB

LANDING

EXPANSION
JOINT

PLAN VIEW

30" CURB
6” | / &l GUTTER

‘ ‘ 5" MIN.

© SLOPE
1:96 MAX

6" CLASS A

CONCRETE

4" COMPACTED EXPANSION
#67 STONE BASE JOINT

SECTION A-A

GENERAL NOTE:
1. LANDINGS SHALL BE FLUSH WITH THE GUTTER OR EDGE OF PAVEMENT.

2. CROSS—SLOPE OF LANDING AND OF SIDEWALK SHALL NOT EXCEED 1:48 (VERTICAL:HORIZONTAL).

3. SURFACE TEXTURE OF THE CURB RAMP SHALL BE STABLE, FIRM AND SLIP—RESISTANT. THE SURFACE SHALL BE COARSE
BROOM FINISHED PERPENDICULAR TO THE SLOPE OF THE RAMP.

4. BACK CURB HEIGHT ALONG RAMPS SHALL TRANSITION FROM 0" AT EXPANSION JOINTS TO 6" AT LANDING AND SHALL BE A

CONSTANT HEIGHT OF 6" THROUGH LANDING. CROSS—SLOPE (FRONT TO BACK) OF TOP OF BACK OF CURB SHALL BE THE SAME
AS THE SIDEWALK CROSS-SLOPE.

5. HIGH SIDE AND LOW SIDE RAMPS SHALL HAVE A MAXIMUM SLOPE OF 1:12 (VERTICAL:HORIZONTAL) AND SHALL NOT BE
REQUIRED TO EXCEED 8 FEET IN LENGTH.

REVISION DATE Town Of PARALLEL CURB RAMP
ADDED 6-12~2003 i
Nolensville
RW-15
1838 Telephone FAX N.T.S.

AGreatPlace ToLive  (615) 776-3633 (615) 776-3634




GENERAL NOTES:
1. LANDINGS SHALL BE FLUSH WITH THE GUTTER OR EDGE OF PAVEMENT.

—1——5’ MIN—=—
=] e o 2T .
_ - & S .
. - = e :
wi S LNDING |5 i P
~S[&.| SIDEWALK _ - o > SIDEWAKK | St
20 At - 191~
s RAMP L .
R4 %N | Exp. ot | AN N\ J 1L
/ | « I / \
1:12 MAX 1:20 MAX & 1:12 MAX \
CURB
GUTTER
PLAN VIEW
30" CURB
/ & GUTTER
~—5' LANDING—=|=———7"—4" RAMP |
Lo
SLOPE SLOPE oz 1:20 MAX (SEE NOTE 4)
. —_— :)
i - L 1:12 MAX glo
sy R e s S
6" CLASS A '
CONCRETE
4” COMPACTED EXPANSION
#67 STONE BASE JOINT
SECTION A-A

2. CROSS—SLOPE OF LANDING AND OF SIDEWALK SHALL NOT EXCEED 1:48 (VERTICAL:HORIZONTAL).

3. SURFACE TEXTURE OF THE CURB RAMP SHALL BE STABLE, FIRM AND SLIP—RESISTANT. THE SURFACE SHALL BE COARSE
BROOM FINISHED PERPENDICULAR TO THE SLOPE OF THE RAMP.

4. THE NORMAL GUTTER SLOPE OF 1:12 (VERTICAL:HORIZONTAL) SHALL BE REDUCED TO 1:20 (VERTICAL:HORIZONTAL) AT THE
RAMP WHEN THE CURB AND GUTTER IS POURED BEFORE RAMP, OR THE GUTTER AT THE RAMP MUST BE CUT OUT, REMOVED
AND REPOURED WHEN THE RAMP IS POURED.

REVISION

DATE

ADDED

6-12-2003

1838

A Great Place To Live

Town Of

PERPENDICULAR CURB RAMP

Nolensville

RW-16

Telephone FAX

N.T.S.

(615) 776-3633  (615) 776-3634




|~ HIGH SIDE—=—|<~—5" MIN—=|<LOW SIDE-=—
A | —BACK CURB
= /
™ v T
: =
E :% B 1 Lul
SIDEWALK 3 RAMP O (R RAMP_ 1 sipewalk 29
== o 1:12 MAX 1 =1 n2zowax (& = T”
- L. -l . . e .

v v v GRASS AREAV Vv v v v GRASS AREA v Y 29
v v N v v v EXP.JOINT v v v v v v N *
7/ | /? | 7/ \

1:12 MAX 1:20 MAX O 1:12 MAX \
A _LONGITUDINAL STREET GRADE CURB
GUTTER
PLAN VIEW
30" CURB
6" / & GUTTER
] " LANDING—=—|—=—4' RAMP—=1 |

n
~ SLOPE SLOPE 1:20 MAX (SEE NOTE 4)

m
o
]
o

BACK OF

CONCRETE
4" COMPACTED EXPANSION
#67 STONE BASE JOINT

SECTION A-A

GENERAL NOTES:
1. LANDINGS SHALL BE FLUSH WITH THE GUTTER OR EDGE OF PAVEMENT.

2. CROSS—SLOPE OF LANDING AND OF SIDEWALK SHALL NOT EXCEED 1:48 (VERTICAL:HORIZONTAL).

3. SURFACE TEXTURE OF THE CURB RAMP SHALL BE STABLE, FIRM AND SLIP—RESISTANT. THE SURFACE SHALL BE COARSE
BROOM FINISHED PERPENDICULAR TO THE SLOPE OF THE RAMP.

4. THE NORMAL GUTTER SLOPE OF 1:12 (VERTICAL:HORIZONTAL) SHALL BE REDUCED TO 1:20 (VERTICAL:HORIZONTAL) AT THE
RAMP WHEN THE CURB AND GUTTER IS POURED BEFORE RAMP, OR THE GUTTER AT THE RAMP MUST BE CUT OUT, REMOVED
AND REPOURED WHEN THE RAMP IS POURED.

5. BACK CURB HEIGHT ALONG RAMPS SHALL TRANSITION FROM 0" AT EXPANSION JOINTS TO 2.5" AT LANDING AND SHALL BE A
CONSTANT HEIGHT OF 2.5" THROUGH LANDING. CROSS—SLOPE (FRONT TO BACK) OF TOP OF BACK OF CURB SHALL BE THE
SAME AS THE SIDEWALK CROSS—SLOPE.

6. HIGH SIDE AND LOW SIDE RAMPS SHALL HAVE A MAXIMUM SLOPE OF 1:12 (VERTICAL:HORIZONTAL) AND SHALL NOT BE
REQUIRED TO EXCEED 8 FEET IN LENGTH.

REVISION DATE Town Of PARALLEL CURB RAMP WITH
ADDED 6-12-2003 N 0 I ensv | I I e A DROP LANDING
RW-17
1838 Telephone FAX N.T.S.

AGreatPlace ToLive  (615) 776-3633 (615) 776-3634




~—4'—={<—HIGH SIDE—={=——5" MIN—=—{==LOW SIDE-={=—4'—=
A L —BACK| CURB
= /
Vel
LANDIrIG 0 Z
= RAMP RAMP  |E . u ‘?
T gS'DEWALK = 1:12 MAX | —| 112 max | &ls o
44 = I & SIDEWALK =]
. RAYP - A
e TR EXP.|JOINT A
/ | /? | / \
1:12 MAX 1:20 MAX S 1:12 MAX \
A _LONGITUDINAL STREET GRADE CURB
GUTTER
PLAN VIEW
30” CURB

| / &l GUTTER

1:20 MAX (SEE NOTE 4)

m
o
]
o

BACK OF

CONCRETE
4" COMPACTED EXPANSION
#67 STONE BASE JOINT

SECTION A-A

GENERAL NOTES:
1. LANDINGS SHALL BE FLUSH WITH THE GUTTER OR EDGE OF PAVEMENT.

2. CROSS—SLOPE OF LANDING AND OF SIDEWALK SHALL NOT EXCEED 1:48 (VERTICAL:HORIZONTAL).

3. SURFACE TEXTURE OF THE CURB RAMP SHALL BE STABLE, FIRM AND SLIP—RESISTANT. THE SURFACE SHALL BE COARSE
BROOM FINISHED PERPENDICULAR TO THE SLOPE OF THE RAMP.

4. THE NORMAL GUTTER SLOPE OF 1:12 (VERTICAL:HORIZONTAL) SHALL BE REDUCED TO 1:20 (VERTICAL:HORIZONTAL) AT THE
RAMP WHEN THE CURB AND GUTTER IS POURED BEFORE RAMP, OR THE GUTTER AT THE RAMP MUST BE CUT OUT, REMOVED
AND REPOURED WHEN THE RAMP IS POURED.

5. BACK CURB HEIGHT ALONG RAMPS SHALL TRANSITION FROM 0" AT EXPANSION JOINTS TO 4” AT LANDING AND SHALL BE A
CONSTANT HEIGHT OF 4" THROUGH LANDING. CROSS—SLOPE (FRONT TO BACK) OF TOP OF BACK OF CURB SHALL BE THE SAME
AS THE SIDEWALK CROSS-SLOPE.

6. HIGH SIDE AND LOW SIDE RAMPS SHALL HAVE A MAXIMUM SLOPE OF 1:12 (VERTICAL:HORIZONTAL) AND SHALL NOT BE
REQUIRED TO EXCEED 8 FEET IN LENGTH.

REVISION DATE

Town Of COMBINATION CURB RAMP
Nolensville
RW-18
1838 Telephone FAX N.T.S.

AGreatPlace ToLive  (615) 776-3633 (615) 776-3634




GENERAL NOTE:

6" CLASS A
CONCRETE

4” COMPACTED

<—HIGH SIDE—={=—5" MIN—|~LOW SIDE-=
A L —BACK CURB
= /
T > N
g L
SIDEWALK S RAVP LANDING RV |5 SIDEWALK 8§
=" o 1:12 MAX 1 1:12 MAX [ = T”
- .-l . I
.-. i _-. -
v v N\ v v v v v v v v v N\ i}EE
v v v GRASS AREA v v v v v GRASS AREA v ¥ 2%
Vv v v Vv Vv Vv EXP.JOINT Vv v v v v v v *
1:12 MAX S \
A LONGITUDINAL STREET GRADE CURB
GUTTER
PLAN VIEW
30" CURB
6" / & GUTTER
— 8'—6" LANDING (5’ MIN.) | |
S
% SLOPE xg X
1:96 MAX F|o
.’.'v.-.

EXPANSION

#67 STONE BASE JOINT

SECTION A-A

1. LANDINGS SHALL BE FLUSH WITH THE GUTTER OR EDGE OF PAVEMENT.

2. CROSS—SLOPE OF LANDING AND OF SIDEWALK SHALL NOT EXCEED 1:48 (VERTICAL:HORIZONTAL).

3. SURFACE TEXTURE OF THE CURB RAMP SHALL BE STABLE, FIRM AND SLIP—RESISTANT. THE SURFACE SHALL BE COARSE
BROOM FINISHED PERPENDICULAR TO THE SLOPE OF THE RAMP.

4. BACK CURB HEIGHT ALONG RAMPS SHALL TRANSITION FROM 0" AT EXPANSION JOINTS TO 6" AT LANDING AND SHALL BE A
CONSTANT HEIGHT OF 6" THROUGH LANDING. CROSS—SLOPE (FRONT TO BACK) OF TOP OF BACK OF CURB SHALL BE THE SAME
AS THE SIDEWALK CROSS-SLOPE.

5. HIGH SIDE AND LOW SIDE RAMPS SHALL HAVE A MAXIMUM SLOPE OF 1:12 (VERTICAL:HORIZONTAL) AND SHALL NOT BE
REQUIRED TO EXCEED 8 FEET IN LENGTH.

REVISION

DATE

ADDED

6-12-2003

1838
A Great Place To Live

Town Of PARALLEL CURB RAMP WITH A
Nolensville DROP LANDING GRASS STRIP
RW-19
Telephone FAX N.T.S.

(615) 776-3633  (615) 776-3634




" CROSSWALK i

HANDICAP
ACCESSIBLE
RAMP (TYP)
[ |
1 1
1 1
SO 1,
= =
Q — I:@
S 1%
—1 [
— —
— I
o CROSSWALK i
ho - i N
f \
GENERAL NOTE:
1. SEE STANDARD CURB RAMP DRAWINGS FOR CONSTRUCTION
DETAILS.
2. CURB RAMPS AT MARKED CROSSINGS SHALL BE WHOLLY
CONTAINED WITHIN THE MARKINGS.
3. ALL MARKINGS SHALL CONFORM TO "MANUAL ON UNIFORM
TRAFFIC CONTROL DEVICES”, LATEST EDITION.
REVISION DATE Town Of CURB RAMPS AT MARKED CROSSINGS
, 8 RAMP CONFIGURATION
Nolensville ( )
RW-20
1838 Telephone FAX N.T.S.
A Great Place To Live (615) 776-3633 (615) 776-3634




HANDICAP
ACCESSIBLE

CROSSWALK
CROSSWALK

CROSSWALK

GENERAL NOTE:

1. SEE STANDARD CURB RAMP DRAWINGS FOR CONSTRUCTION DETAILS.

2. CURB RAMPS AT MARKED CROSSINGS SHALL BE WHOLLY CONTAINED WITHIN THE MARKINGS.
WHEN A PARALLEL RAMP IS USED IN THE RADIUS, THE LANDING SHALL BE WHOLLY CONTAINED
WITHIN THE 48" SPACE BETWEEN THE CURB RADIUS AND THE CURB LINE EXTENSIONS.

3. ALL MARKINGS SHALL CONFORM TO THE "MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES”,
LATEST EDITION.

REVISION DATE Town Of CURB RAMPS AT MARKED CROSSINGS
Nolensville (4 RAMP CONFIGURATION)
RW-21
1838 Telephone FAX N.T.S.
A Great Place To Live (615) 776-3633 (615) 776-3634




<~ HiGH SIDE (g VAT LOW SIDE——
A EXP. JOINT ©
-
g e
N = = B =
“dts = 5 At
S S DRIVEWAY = R e
2o = RAMP K o _RaMP | T
SIDEWALK" 112 MAX 35 | D 712 MAX |7 SIDEWALK
EXP. JOINT
112 Max — o \ 112 Max —)
A CURB
GUTTER
PLAN VIEW
Y.
I
s - 5'-6" RAMP
We 3" SLOPE——=1=—1o7aL RISE 11/16" "
SLOPE
1:96 MIN
MATCH EXISTING o
DRIVEWAY MATERIAL S\”ég Iﬁvé;,_f'
4" COMPACTED
#67 STONE BASE
SECTION A-A
' HIGH SIDE DRIVEWAY ——=|<—Low sipE—
™
. (CURB TAPER FOR DRIVEWAY RAMP) 0P OF
CURB

/

GENERAL NOTES:
1. CROSS—SLOPE OF DRIVEWAY AND OF SIDEWALK

\ GUTTER

SHALL NOT EXCEED 1:50 (VERTICAL:HORIZONTAL).

2. HIGH SIDE AND LOW SIDE RAMPS SHALL HAVE A MAXIMUM SLOPE OF 1:12 (VERTICAL:HORIZONTAL) AND SHALL NOT BE

REQUIRED TO EXCEED 8’ (96 INCHES) IN LENGTH.

REVISION DATE

ADDED 6-12-2003

1838

A Great Place To Live

Town Of EXISTING RESIDENTIAL
Nolensville DRIVEWAY RAMP
RW-22
Telephone FAX N.T.S.
(615) 776-3633 (615) 776-3634




DRIVEWAY WIDTH
~—HIGH SIDE 12 MIN. = 29" MAX. LOW SIDE—=—
EXP. JOINT
A
-
- - = - ©
e | RAMP S DRIVEWAY > RAMP Y
- ~Ar_ : o AW L e
SIDEWALK 2 X | S 72 wax - SIDEWALK ™~
EXP. JOINT
112 wax — O \ 112 wAX —
A CURB
GUTTER
PLAN VIEW

5'-6" RAMP
TOTAL RISE 11/16

y—

SLOPE

MATCH EXISTING

DRIVEWAY MATERIAL 6°X6"-W1.4

WIRE MESH

4" COMPACTED
#67 STONE BASE

SECTION A-A

| . DRIVEWAY L
HICH SIDE (CURB TAPER FOR DRIVEWAY RAMP)_>‘<_LOW SIDE ‘

on
O

TOP OF
/ CURB
\ GUTTER

GENERAL NOTES:
1. CROSS—SLOPE OF DRIVEWAY AND OF SIDEWALK SHALL NOT EXCEED 1:48 (VERTICAL:HORIZONTAL).

2. HIGH SIDE AND LOW SIDE RAMPS SHALL HAVE A MAXIMUM SLOPE OF 1:12 (VERTICAL:HORIZONTAL) AND SHALL NOT BE
REQUIRED TO EXCEED 8’ (96 INCHES) IN LENGTH.

REVISION DATE Town Of EXISTING COMMERCIAL
ADDED 6-12-2003 N O I e n SV i I I e DRIVEWAY RAMP
RW-23
1838 Telephone FAX N.T.S.

AGreatPlace ToLive  (615) 776-3633 (615) 776-3634




DRIVEWAY WIDTH
12° MIN. — 22° MAX.
A
-
e - B R RS T -+ 7 - SIDEWALK-"
[ SIDEWALK s =1 P AR T i .- - itz
ERS - N | : 1. TE-
._9:-«)__- - R B ' : 1. ; ST -
vvvvvvvvvvvvvvvvvvv DRlVEWAY vvvvvvvwvvvvvvvvv
(v GRASSED *| v v ~ v v v |v GRASSED *
v*vAREAORv*v*v*v v*v***vAREAORv*
« JCONCRETE. | =« « | ~CONCRETE.
vvvvvvvvvvvv | W*vav’l!vvvv
wvwvwvwvwv EXP-\JO'NT vwvwwwvwv
7 + ) +
/ 112 MAX — O \ 112 MAX —)
EXPANSION , A CURB ,
JOINT AS 4 GUTTER 4
REQUIRED
PLAN VIEW
e 5 ~——5' SIDEWALK——=—{=~——4" DRIVEWAY RAMP—=
0¢ MIN.
4?/74/ SLOPE
G — EXPANSION
0 E‘/\\S““G e —
el

an
O

4" COMPACTED
#67 STONE BASE

6"X6"-W1.4
WIRE MESH

SECTION A-A

1-1/2"
/

OP OF
URB

NOTE:

DRIVEWAY

(CURB TAPER FOR DRIVEWAY RAMP)

iy

GUTTER

1. CROSS—SLOPE OF DRIVEWAY AND OF SIDEWALK SHALL NOT EXCEED 1:50 (VERTICAL:HORIZONTAL).

2. DISTANCE TO ROADWAY INTERSECTION TO BE APPROVED BY THE TOWN.

REVISION

DATE

1838

A Great Place To Live

Town Of
Nolensville

Telephone FAX
(615) 776-3633 (615) 776-3634

RESIDENTIAL CONCRETE
DRIVEWAY RAMP

RW-24

N.T.S.




' VARIES

10 st

DRIVEWAY WIDTH
15" MIN. — 35° MAX.
A
7
e - B R S O -+ 7 - SIDEWALK-"
 SIDEWALK . | ¥ =] PRSI R B |27 - R
- ol. - - 10 0| o
Bﬂ .. A o= B - o |2
-3 (o . LR Ao R
- 3 < o e B '_ R [N . }D_ —
“nl- 1 b [y o
vvvvvvvvvvvvvvvvvvv DRlVEWAY Vvvv‘vvvavvvvvvvvv
v GRASSED | v v v v v v |v GRASSED
v*vAREAORv*v*v*v V*W*W*VAREAORV*
«  JCONCRETE, "} " « " LCONCRETE.
vvvvvvvvvvvv | v*vvvvwvvvv
wvwvwvwvwv EXP-\JO'NT vwvwwwvwv
7
/ | \ |
/ 112 Max —) O \ 142 Max —)
EXPANSION VARIES A CURB VARIES
JOINT AS "~ (EACH SIDE)™| GUTTER  [=~(EACH SIDE) ™|
R PLAN VIEW
Y
< |~ SIDEWALK DRI
547&/74/ SLOPE
G s EXPANSION

JOINT

an
O

6"X6"-W1.4
WIRE MESH

4" COMPACTED
#67 STONE BASE

SECTION A-A

1-1/2"
/

VARIES—=]

NOTE:

DRIVEWAY

(CURB TAPER FOR DRIVEWAY RAMP)

TOP OF
/ CURB

GUTTER

1. CROSS—SLOPE OF DRIVEWAY AND OF SIDEWALK SHALL NOT EXCEED 1:48 (VERTICAL:HORIZONTAL).

2. DISTANCE TO ROADWAY INTERSECTION TO BE APPROVED BY TOWN.

REVISION

DATE

6-12-2003

1838

A Great Place To Live

Town Of
Nolensville

COMMERCIAL CONCRETE
DRIVEWAY RAMP

RW-25

Telephone FAX

N.T.S.

(615) 776-3633  (615) 776-3634




MATCH EXISTING REBAR WITH MINIMUM SHOWN.
CLASS A CONCRETE

#5 BARS @ 8" 0.C.

K#“- BARS @ 8" 0.C.

3" MIN

|—Q " ——

DOWEL INTO EX. e DOWEL INTO EX.
CONCRETE CONCRETE

(4" MIN, 8” MAX.) (4" MIN, 8" MAX.)

\— #67 CRUSHED

STONE COMPACTED
IN 6" LIFTS

CONCRETE PAVEMENT

GENERAL NOTES:

1. ALL WORK SHALL BE FIELD CHECKED AND APPROVED BY
THE PUBLIC WORKS DEPARTMENT PRIOR TO [TS BEGINNING AND
AFTER COMPLETION THEREOF.

2. INSPECTION PERSONNEL OF THE PUBLIC WORKS DEPARTMENT

SHALL BE NOTIFIED AT LEAST TWO (2) DAYS PRIOR TO
COMMENCING WORK.

3. ALL WORK PERFORMED SHALL BE WORKMANSHIP DEFECT
FREE FOR A PERIOD OF ONE (1) YEAR AFTER COMPLETION.

4. ALL EXISTING PAVEMENT, BASE, CURB AND GUTTER, AND
SIDEWALKS SHALL BE CUT AND BROUGHT TO A NEAT LINE BY
USE OF AN AIR HAMMER, SAW OR OTHER SUITABLE EQUIPMENT.
EXPANSION JOINTS REMOVED SHALL BE REPLACED.

5. THE MINIMUM WIDTH TO BE TRIMMED ON EACH SIDE OF THE
TRENCH LINE, AS SEEN IN THE SECTION, MAY BE WAIVED OR
AMENDED UPON APPROVAL OF THE DEPARTMENT INSPECTOR,
HOWEVER, A MINIMUM WIDTH OF REPLACEMENT SHALL BE 4'-0"
TO ALLOW FOR A ROLLER.

6. IF PERMANENT PAVEMENT REPAIRS CANNOT BE MADE WITHIN
THREE (3) DAYS, THEN TEMPORARY PAVING SHALL BE MADE
WITH A 2" COLD MIX OR HOT BITUMINOUS SEAL COAT OVER
COMPACTED CRUSHED STONE.

7. ALL EXCAVATIONS MADE WITHIN THE PUBLIC RIGHT—OF—WAY
REQUIRE EXCAVATION AND STREET CLOSURE PERMITS FORM THE
PUBLIC WORKS DEPARTMENT PRIOR TO COMMENCING WORK.

8. FLOWABLE FILL SHALL MEET THE REQUIREMENTS OF THE
TENNESSEE DEPARTMENT OF TRANSPORTATION'S STANDARD
SPECIFICATION SECTION 204.

w1

2” ASPHALTIC CONCRETE
SURFACE (411D)

9" BITUMINOUS BINDER
(B—M2)

4 MIN———

o fi z

(»d (>4
% L~ #67 CRUSHED
STONE COMPACTED

2) IN 6" LIFTS
ASPHALTIC SURFACE
(CROSSING CUTS)

2” ASPHALTIC CONCRETE
SURFACE (411D)

6” BITUMINOUS BINDER
(B-M2)

4 MIN————

% L~ #67 CRUSHED
STONE COMPACTED

IN 6" LIFTS
@

ASPHALTIC SURFACE
(PARALLEL CUTS)

REVISION DATE

ADDED 6-12-2003

1838 Telephone

Nolensville

AGreatPlace ToLive  (615) 776-3633 (615) 776-3634

Town Of TRENCH REPAIR WITHIN

ROADWAY

RW-26

FAX N.T.S.




GENERAL NOTES:

1. ALL WORK SHALL BE FIELD CHECKED AND APPROVED BY
THE PUBLIC WORKS DEPARTMENT PRIOR TO ITS BEGINNING AND
AFTER COMPLETION THEREOF.

REPLACE FROM CONSTRUCTION
JOINT TO CONSTRUCTION JOINT.

/cmss A CONCRETE
2. INSPECTION PERSONNEL OF THE DEPARTMENT SHALL BE s T T T
NOTIFIED AT LEAST TWO (2) DAYS PRIOR TO COMMENCING ~ el e T
WORK. . :
A
3. ALL WORK PERFORMED SHALL BE WORKMANSHIP DEFECT
FREE FOR A PERIOD OF ONE (1) YEAR AFTER COMPLETION. A
4. ALL EXISTING PAVEMENT, BASE, CURB AND GUTTER, AND LILZ
SIDEWALKS SHALL BE CUT AND BROUGHT TO A NEAT LINE BY 2) #67 CRUSHED
USE OF AN AIR HAMMER, SAW OR OTHER SUITABLE EQUIPMENT. L STONE COMPACTED
EXPANSION JOINTS REMOVED SHALL BE REPLACED. IN 6" LIFTS
5. THE MINIMUM WIDTH TO BE TRIMMED ON EACH SIDE OF THE
TRENCH LINE, AS SEEN IN THE SECTION, MAY BE WAIVED OR
AMENDED UPON APPROVAL OF THE DEPARTMENT INSPECTOR,
HOWEVER, A MINIMUM WIDTH OF REPLACEMENT SHALL BE 4’-0”
0 ALLOW FOR A ROLEER. SIDEWALK REPLACEMENT
6. IF PERMANENT PAVEMENT REPAIRS CANNOT BE MADE WITHIN
THREE (3) DAYS, THEN TEMPORARY PAVING SHALL BE MADE
WITH A 27 COLD MIX OR HOT BITUMINOUS SEAL COAT OVER
COMPACTED CRUSHED STONE.
7. ALL EXCAVATIONS MADE WITHIN THE PUBLIC RIGHT—OF—WAY REPLACE ENTIRE WIDTH
REQUIRE EXCAVATION AND STREET CLOSURE PERMITS FORM THE OF SHOULDER
PUBLIC WORKS DEPARTMENT PRIOR TO COMMENCING WORK. DBST
8. FLOWABLE FILL SHALL MEET THE REQUIREMENTS OF THE
TENNESSEE DEPARTMENT OF TRANSPORTATION'S STANDARD
SPECIFICATION SECTION 204.
~ [,
* A7 (>4 (2 (o (vd (vd (>d (vd (v
OSOON
ey
% #67 CRUSHED
= % STONE COMPACTED
IN 6" LIFTS
-
SHOULDER REPLACEMENT
REVISION DATE Town Of TRENCH REPAIR OUTSIDE
ADDED 6-12-2003 - OF ROADWAY
Nolensville
RW-27
1838 Telephone FAX N.T.S.
A Great Place To Live (615) 776-3633 (615) 776-3634




r Ll
| D |
TOP_VIEW
o o
L 1 [
il . | _®
b -
1 \1_ SZ
_=
FRONT VIEW : 1
TABLE OF DIMENSIONS SIDE VIEW
SIZE A D E F | T(MIN) E—
15" 2’—6” 51_0” 2’—6” 1,_9" 6"
18" 2’—6” 51_0” 2’—6” 1,_9" 6"
21" 2’—6” 51_0” 2’—6” 1,_9" 6"
24” 41_0” 6’—6” 41_0” 31_3” 6"
30” 41_0” 6’—6” 41_0” 31_3” 6"
36” 5’—6” 8’—0” 3’—6” 41_5” 6"
42” 5’—6” 8’—0” 3’—6” 41_5" 6" NOTES:
48” | 5-67 | 80" | 36" | 4-5"| 6" 1. CONCRETE SHALL BE 4000 PS| @
54" | 77—=0” | 9'=5" | 4—6”" | 5'=9” 6" 28 DAYS REINFORCED WITH NO. 4
- — ~ BARS @ 10" 0.C. EACH WAY WITH
60 7-0"19-514-6"]5-9 6 WINGS AND TOE SLAB DOWELLED TO
66” | 8=6” | 11’=0" | 5'=6” | 6'=11" 6" HEADWALL WITH NO. 5 BARS
72" | 8=6" | 11’=0" | 5'=68” | 6'=11" 6" 3/4” CHAMFER ON ALL EXPOSED EDGES.
ENERGY DISSIPATORS SHALL BE ADDED
WHERE VELOCITIES WARRANT SAME.
REVISION DATE PRECAST CONCRETE HEADWALL
Town Of
ADOPTED 12—-02-1999 TYPICAL DETAIL

Nolensville

1838 Telephone FAX

AGreatPlace ToLive  (615) 776-3633 (615) 776-3634

DR-1

N.T.S.




DIA. OF PIPE x 4
COMPENSATE FOR ANGLE OF SKEW

CONC. REINF.
12" 07 35
15" .09 45 .
pu
18" 1.2 55 =
24" 2.3 105
30" 3.0 130
36" 4.3 180
42" 5.5 230 -
48" 7.9 350 —
54" 9.6 410
60" 11.0 480
06" 2.5 520 CUT-OFF WALL REQUIRED AT OUTLET @
END ONLY =
72" 14.2 590 =
>
QUANTITIES INCLUDE CUT-OFF WALL
VATION
ALL EDGES OF EXPOSED
SURFACES TO BE CHAMFERED
NOTE: ONE INCH (TYP.)
1 DIMENSION "H"="D"+1'-6"
MIN. OR AS CALLED FOR
ON PLANS.
2 SPECIAL DESIGN REQ'D FOR
"H" MORE THAN 8'-0"
*x12"
% 1'-10" WHERE TRASH T o o
RACK IS REQUIRED ) ® #4 @ 12" FOR J'H"< 5'-6
3 o e #6 @ 12" FOR\"H"> 5'-6"
— °
e e e A:A_.A_,_-Aﬂ___————q— __
T [ o T e e ]
= > =l —_— . I 12"
= M il S
a== 5 . 5 e .
=g #4 B 12"
T CUT-OFF WALL REQUIRED
1'-0" AT OUTLET END ONLY
| "D"+ 1'-2" DR
I 5'-6" MAX.
5EQTIQN " A "
REVISION DATE REINFORCED CONCRETE HEADWALL
Town Of
ADOPTED 12-02-1999 - TYPICAL DETAIL
Nolensville
DR-2
1838 Telephone FAX N.T.S.
A Great Place To Live (615) 776-3633 (615) 776-3634




12"X6"X12"H.
ENERGY DISSIPATOR

PRECAST HEADWALL

|< A - CLOUD DWG. NO. SW—301
‘ ‘ OR EQUIVALENT
<—E
SIZE 41 6| 8 |10
/ ! / )\ L A 32" | 48" | 72" | 96”
/ B 48" | 72" | 96" | 120"
I
£ 1 & c 30" | 44| 50" | 56”
* D 25" | 36" | 52" | 66"
] ] E 24" | 36" | 59" | 83"
|6”| F 5" 8” 8" 8"
— | ———
| | géé: 1 8" 26" 40" 60"
= B | WT./# | 1090|3130 | 5625|8575
OPENING AS
REQUIRED \ % 0" ON 4° WINGED HEADWALL
. *

10" WW HAS MAX. D DIMENSION

\ ¥o = 84"
(]
\ )
{ h _
__________________ - to
CONCRETE : 4500 PSI AT 28 DAYS 2 L
REINFORCED WITH #4 REBAR — GR. 60 _9_9 = TOE REQUIRED
— F =
= =
= = = b= ==
/; = :\ = = === == ==
SIZE 4' SIZE 6’ SIZE &’ SIZE 10’
REVISION DATE
Town Of PRECAST CONCRETE HEADWALL

ADDED

6-12-2003

1838

A Great Place To Live

Nolensvill

Telephone

(615) 776-3633 (615) 776-3634

e

FAX

W/ ENERGY DISSIPATORS

DR-3

N.T.S.




” ? ”
6 6
21_4"
5 BACK OF CURB
o9 < 4 / /
- j'____d_.__...",_'____d________
- | IR i
- h o~
BN_Lil _ L AB
o NOTE:
1a CASTING TO MATCH CURB
'. B TYPE
<4: 5
| . o
v T - “< -
| [ <.
| |
| |
_
<
A
PLAN VIEW
/TOP OF CURB
E%Zzﬁ % A MIN. OF 3 BRICK
UATAATAAAAATATAATN
|| L1 1T 1T 1T 1T 1 1 ADJUSTMENT COURS&\l L1 1 1T 1T T 1T T 1 1
I T T T T T T T T T T ~N T T T T T T T T T T
| .I | | | | | | | | L .I | | | | | | | | |
< a A L. |
1 T 8 4 N
: >
” GROUT TO MIN |- g g
YSLOPE OoF 1™12" || ] &=
(7p]
: <t
rd | \
| %o
4 ﬂ' . ///)
4 -~
31_4" 31_4"
SECTION A-A SECTION B-B
CONCRETE: 4000 psi AT 28 DAYS.
MINIMUM REINFORCEMENT: 0.14 SQ.
IN./SQ. FT., GRADE 60 STEEL
REVISION DATE Town Of SINGLE INLET (PRECAST)
ADDED 6-12-2003

1838
A Great Place To Live

Nolensville

Telephone FAX
(615) 776-3633 (615) 776-3634

DR-4

N.T.S.




6" < 6"
2'-7 34— e 2'-7 3/4"
s BACK OF CURB
1 - 4 M. T 4 < - /
- — = B e N P SRR S ——S——
USE K=1.25D FOR 24" OR
a CAST IRON LINTEL TO 1. 1., LARGER PIPES (D=OUTSIDE
: | BE 1'x6'x38 OR * DIAMETER OF PIPE)
K+10 FOR PIPES 24" [ || =
; AND LARGER. ]
B h 4 -— | - P, o A B
B ' NOTE:
1 CASTING TO MATCH CURB
TYPE
44: A
| %
| PR -
! | g _— & A a”
| |
| |
A
<
A
PLAN VIEW
A TOP OF CURB
< e
| Ly 1 r 1t f 1T [ 1 1T [ 1T [ [T 1T [ T 1 Lt U T T T T T [ T 1
| T I T INT T T T T T T T T T T T T T T T I T T T T T T T T T T
I.I IIII\IIIIIIIIIIIIIIlq IlIIIIIIIIIIAl
I \—A MIN. OF 3 BRICK ' a0
1 ADJUSTMENT COURSES : s
e S L N
3| GROUT TO MIN al 1
: | s or |, |
o | F 3/47:12 | : |1
| = -
) | A ¢
\ q .
A - < . .14 <
6'-3 1/2" 34"
<
A SECTION B-B SECTION A-A
CONCRETE: 4000 psi AT 28 DAYS.
MINIMUM REINFORCEMENT: 0.14 SQ.
IN./SQ. FT., GRADE 60 STEEL
REVISION DATE Town Of DOUBLE INLET (PRECAST)
ADDED 6-12-2003 -
Nolensville
DR-5
1838 Telephone FAX N.T.S.
A Great Place To Live (615) 776-3633 (615) 776-3634
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2'-7 3/4 e 2'-9 1/2" 2'-7 3/4"
BACK OF CURB %
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| CAST IRON LINTEL TO USE K=1.25D FOR 24"
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. PIPES 24" AND OF PIPE) . .
s | LARGER. | : N
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= PLANVIEW o
A NOTE:
CASTING TO MATCH
CURB TYPE
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| | | | | | | | | | | |
° a4 . <
b al 0
CONCRETE: 4000 psi AT 28 DAYS. g N x
MINIMUM REINFORCEMENT: 0.14 SQ. A GROUT TO MIN AN <
|N./SQ. l'—r., GRADE 60 STEEL |a SLOPE OF 1":12" o
J ' 4 @
. -.4. = 4 /
I 30_400 I
SECTION A-A
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SECTION B-B
REVISION DATE Town Of TRIPLE INLET (PRECAST)
ADDED 6-12-2003

Nolensville

DR-6

1838 Telephone FAX

N.T.S.

AGreatPlace ToLive  (615) 776-3633 (615) 776-3634
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18" MIN.\

6" MIN.

___VARIES _ |
[PER GRATE TYPE!

n

——2 — #5 BARS
AT OPENING

FRAME & GRATE

——A MIN. OF 3 BRICK
ADJUSTMENT COURSES

//—2 — #5 BARS

#5 BARS AT 6" BOTH
WAYS AT BOTTOM ONLY.

. /6"

CONCRETE GROUT

}\u (0
5 @
© &
>
TABLE OF
SECTION A-A DIMENSIONS
PIPE | K"
NOTE: 30° 4
1. CONCRETE: 4000 psi AT 28 DAYS. P
MINIMUM REINFORCEMENT: 0.14 SQ. IN./SQ. TR
FT., GRADE 60 STEEL. YRR T
2. FRAME AND GRATE SHOWN ARE FOR SR
FLUSH MOUNTED INLET. TS
3. FOR DOUBLE AND TRIPLE INLETS REFER 72" | 9

TO RESPECTIVE DETAILS.

4. CASTING TO MATCH CURB TYPE.

REVISION

DATE

ADDED

6-12-2003

1838

A Great Place To Live

Town Of
Nolensville
Telephone FAX

(615) 776-3633  (615) 776-3634

COMBINATION INLET (PRECAST)

DR-7

N.T.S.




|
4 4 \I\ \I\
| | | | | | |
oA I R D R I N
I
| ] L
= ~ 3 L Ij | .I j L
| . I s
i | [ R B N
i: ! ] | " R
: 12" T0 16" IR
bl ||||||||||||||
bl — TS 1 |
' e
I
L Tt
o L
7 I L
| ] IR [ J AL |
— [Ty ¢ 22—
> A
SECTION "A” ELEVATION
NOTE:
MANHOLE STEPS TO BE COMPOSITE OF A
NO. 4 GRADE 60 DEFORMED STEEL BAR
ENCASED IN CO—POLYMER
POLYPROPYLENE PLASTIC OR RUBBER.
REVISION DATE STANDARD LADDER BARS
Town Of
ADDED 6-12-2003 - TYPICAL DETAIL
Nolensville
DR-8
1838 Telephone FAX N.T.S.

AGreatPlace ToLive  (615) 776-3633 (615) 776-3634




5, 2-9 1/4
~
L
5y
NS
M
l\
[
LL(7/8

NOTE: CONTACT SURFACES OF
GRATE AND FRAME MARKED
"f” ARE TO BE MACHINED.

9 3/4”

—

<—9"—>\5/8”

SECTION A-A

-~ 22 7/8"— ]

-— 213 /a"_>‘

/_200

_.N{_ . _7{__
5/8" 5/8"
FRONT ELEVATION
TYPE "H" CURB INLET
B<<
cN L : | /Ac
B‘
TOP VIEW

N
ﬂ?w

19 5/8”

-~ 24 5/8"— =

SECTION B-B

-~ 33 1/4"—=]

NOTE: OMIT BASE FLANGE ON ONE END FOR
DOUBLE INLET INSTALLATION AND AT BOTH
ENDS FOR A TRIPLE INLET INSTALLATION.

CALCULATED WEIGHT:

GRATE....ccviiiiinnine, 220 Ibs.
SINGLE FRAME......... 285 Ibs.
END FRAME............. 275 Ibs.

CENTER FRAME....... 265 Ibs.

‘ ‘<—31 1/2”—>‘

9. i
f‘ | N1 5/8" 1 3/8" N
| 30° |
36 1/2"
SECTION C-C

REVISION

DATE

ADDED

6-12-2003

1838

A Great Place To Live

Town Of

CURB AND GUTTER INLET CASTINGS

Nolensville

DR-9

Telephone FAX

N.T.S.

(615) 776-3633  (615) 776-3634




JOHN BOUCHARD #3103
OR EQUIVALENT

24 5/8” 10"

SECTION A-A

33n

14"

A f

36 1/2

SECTION B-B

REVISION

DATE

ADDED

6-12-2003

1838
A Great Place To Live

Town Of
Nolensville

Telephone FAX
(615) 776-3633 (615) 776-3634

STANDARD CATCH BASIN CASTING

DR-10

N.T.S.




CULVERT UNDERNEATH
ENTRANCE (IF NEEDED)

6” MINIMUM
KR
QW

s’(()?\ 0\\\0??

NO.1 STONE A
CHANNELIZE RUNOFF \
TO A SEDIMENT FILTER FABRIC -

TRAPPING DEVICE. TYPAR 3341 OR EQUAL

MAXIMUM SIDE SLOPE 3:1
FOR COMPACTED ROADWAY

6 MINIMUM THICKNESS GEOTEXTILE
COARSE AGGREGATE UNDER-LINER
SECTION A -A

NOTES:

1. CONSTRUCTION ENTRANCE SHALL BE LOCATED WHERE TRAFFIC WILL BE ENTERING
OR EXITING THE CONSTRUCTION SITE.

2. CONSTRUCTION ENTRANCE SHALL BE PROPERLY MAINTAINED IN A CONDITION
WHICH WILL PREVENT TRACKING OR FLOWING OR SEDIMENT ONTO PUBLIC
ROADS/STREETS. PERIODIC TOP DRESSING AND ADDITIONAL STONE IS REQUIRED
TO MAINTAIN ENTRANCE IN GOOD WORKING CONDITION.

3. ALL SEDIMENTS SPILLED, WASHED OR TRACKED ONTO PUBLIC ROADWAY SHALL BE
CLEANED AND REMOVED IMMEDIATELY.

4. WIDTH SHALL BE INCREASED AS NEEDED TO ACCOMMODATE ANTICIPATED TRAFFIC.

REVISION DATE T OW n O f
ADDED 155003 - CONSTRUCTION EXIT
Nolensville
SW-1
1838 Telephone FAX N.T.S.

AGreatPlace ToLive  (615) 776-3633 (615) 776-3634




L = THE DISTANCE SUCH THAT POINT A
AND B ARE OF EQUAL ELEVATION.

HEIGHT OF CHECK DAM

24" MAX.
12" MIN

GEOTEXTILE

FLOW
><- =
GEOTEXTILE 2=
\ 3|
1" 70 3" STONE 819" STONE
= CHECK DAM SHALL BE KEYED INTO SURFACE 6” MINIMUM.
= STONE AND ROCK SHALL BE CLEAN AND FINES.
= GEOTEXTILE MAY BE USED AS AN ADDITIONAL UPSTREAM FILTER; KEY AND BED GEOTEXTILE.
REVISION DATE
Town Of CHECK DAM
ADDED 6-12-2003 -
Nolensville
SW-2
1838 Telephone FAX N.T.S.
A Great Place To Live (615) 776-3633 (615) 776-3634




18"
12"

FOR NON-TRAFFIC AREAS (MAX.)
FOR TRAFFIC AREAS (MAX.)

4
K
f
K
\
57 57
e X7

PLAN

0.5'-1.0’
1"-3" STONE \—8”—12” STONEr
SECTION
— — /\/—\/—/\//
— T~ ~ ——
o:@o:@D:GD:GD:Q@C
I
%Q%:(%QC E o
SO S UOASUSISU S S oD
A
SUSAU S LA 4 Fi
g‘pg‘p%@%q Q%DC
SOSOSOTOS =
I=0-0s 0o 0
SOSOSOSOS |
SOS0:=0:=90-
/\ - M _

ROCK FILTERS CAN BE USED IN A LINEAR METHOD OF CONSTRUCTION.
THIS COULD SUPPLEMENT OTHER METHODS OF LINEAR MEASURES (SUCH

AS SILT FENCE), SEPARATELY OR WITH OTHER SEDIMENT CONTROL
METHODS.

REWORK, REPLACE STONE AND MAINTAIN AS OFTEN AS REQUIRED TO
ENSURE EFFECTIVE FUNCTION.

REVISION

DATE

ADDED

6-12-2003

1838
A Great Place To Live

Town Of
Nolensville

ROCK FILTER CONSTRUCTION

SW-3

Telephone FAX

N.T.S.

(615) 776-3633 (615) 776-3634




Notes:

1. Use clean aggregate ( %2 to %”) such
as TDOT #4 or #5 or washed #57.

‘2. "Periodically change old gravel with
new clean gravel. Old gravel may be
used as backfill material.

3. Blocks stacked on each other must be
~ secured from movement, such as
A Gravel filter inserting a piece of 6™ or 8" wood.

Filter fabri - Concrete block

Concrete blocks laid lengthwise
on sides at perimeter of inlet

7 .
Runoff water
with sediment—w

Sediment

2 inches into ground it
Height of 1 to 3 blocks for lateral sup%’:; with grate
INLET WITHOUT CURB

/-—Concrcte block laid lengthwise
on sides at perimeter of opening

Filter fabric

with sediment

Height equal to 1 block

Sediment— - Curb inlet

INLET WITH CURB

BLOCK AND GRAVEL INLET PROTECTION

REVISION DATE Town Of BLOCK AND GRAVEL INLET
ADDED 6-12-2003 -
Nolensville PROTECTION
SW-4
1838 Telephone FAX N.T.S.
AGreatPlace ToLive  (615) 776-3633 (615) 776-3634




2 X 4’ WOOD FRAME
oD FR DROP INLET
WITH GRATE

S NN
S m
/2 g <: T
P and -~
3 MiN -
B —_— /'\.7
/-7{\/ K "ﬁ\\
|| [ Sooromin GATHER
[ A P AT CORNERS
K) U e A T N .

PERSPECTIVE VIEWS

ELEVATION OF STAKE DETAIL A
AND FABRIC ORIENTATION

REVISION DATE Town Of SILT FENCE INLET
ADDED 6-12-2003 -
Nolensville PROTECTION
SW-5
1838 Telephone FAX N.T.S.
A Great Place To Live (615) 776-3633 (615) 776-3634




\ 67 CU. YD./ACRE

VARIABLE
(SEE FIGURE 2)
DRY STORAGE—
\ " 67 CU. YD./AGRE !
WET STORAGE— (EXCAVATED) ’
ORIGINAL
L GROUND

[ ]
‘ GREGATE™  TDOT CLASS A-1 RIPRAP
* Coarse aggregate should be TDOT #3, #357, or #5 COARSE AG .

CROSS SECTION OF OUTLET

TDOT CLASS A-1 RIPRAP
LENGTH (IN FEET) =

g\\i‘ 6 X DRAINAGE AREA
T & o
N s >~ @ o EMBANKMENT
3 Rk - B
. N o P

T
\-R_\——\__ ieVa 33 = X T s
ed ZZEEE S TS
LEDrrns— T
A S “ | ) 7 // N S

\ COARSE AGGREGATE}\/ / / / - &.%&\\;&’?

ALTERNATE SEDIMENT TRAP
DESIGNS MAY BE PERMITTED BY THE TOWN

OUTLET (PERSPECTIVE VIEW)

REVISION DATE Town Of SEDIMENT TRAP
ADDED 6-12-2003 -
Nolensville (PAGE 1 OF 2)
SW-6
1838 Telephone FAX N.T.S.

AGreatPlace ToLive  (615) 776-3633 (615) 776-3634




Minimum Top Width (W) Required for Sediment Trap
Embankments According to Height of Embankment (Feet)

X
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EXCAVATED AREA
MAX. DEPTH = 4’

ORIGINAL
GROUND
ELEV.

REVISION DATE Town Of SEDIMENT TRAP

ADDED 6-12-2003

Nolensville (PAGE 2 OF 2)

SW-6

1838 Telephone FAX N.T.S.

AGreatPlace ToLive  (615) 776-3633 (615) 776-3634
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Minimum apron
width= 3 W¢

We

.-

i1

This portion to be concrete floor.

La

Wi = Wc + Ly

Heavy geotextile
fabric, anchored

rTailwater <0.5Hc and Assuming Full Culvert Flow (Low Tailwater Conditions)l

Minimum apron
width= 3 W

We

This portion to be concrete floor.

Wy = ‘ﬂ(c + 04L,

2
o
2
2
.
M
a

e
o
X
X

%

X
%
¥

%

Heavy geotextile
fabric, anchored

[Ta.ilwater >0.5 Hc and Assuming Full Culvert Flow (High Tailwater Conditions)l

Hc
Wc
La
Wa
Dso
Duax
Da

= height of culvert

= width of culvert

length of riprap apron

width of riprap apron at end
median riprap size

maximum size of riprap = 1.5 Dso
= depth of riprap apron = 1.5 Duax

REVISION

DATE

ADDED

6-12-2003

1838

A Great Place To Live

Town Of

Nolensville

Telephone

(615) 776-3633 (615) 776-3634

FAX

OUTLET PROTECTION
(PAGE 1 OF 2)

SW-7

N.T.S.




Riprap Outlet Protection Specifications

This table is intended to select two parameters for the design of riprap outlet protection, based upon
outlet velocities that correspond with circular culverts flowing full. Flow values less than the lowest
value for the culvert size usually indicate a full-flow velocity less than 5 feet per second, for which
riprap is usually not necessary. Flow values more than the highest value for the culvert size usually
indicate that a concrete stilling basin or energy dissapator structure is necessary.

Adjust values upward if the circular culvert is not flowing full based upon outlet conditions. For
noncircular pipe, convert into an equivalent cross—sectional area of circular culvert to continue design.

Riprap Aprons for Low Tailwater
(downstrean flow depth < 0.5 x pipe diameter)

Lowest value Intermediate values to interpolate from | Highest value
Q | La | Dsg| Q | La | Dso| Q | La | Dsg| Q | La | Dsg| Q | La | Dsg
Cfs| Ft | In [Cfs| Ft | In |Cfs| Ft | In |Cfs| Ft | In |[Cfs| Ft | In
12" 4 7 2.5 6 10 | 3.5 9 13 6 12 | 16 7 14 | 17 | 85
15" 6.5 8 3 10 | 12 5 15 | 16 7 20 | 18 | 10 | 26 | 20 | 12
18" 10 9 35| 15 | 14 [ 55| 20 | 17 7 30 | 22 11 40 | 25 | 14
21" 15 1 4 25 | 18 7 35 | 22 |10 | 45 [ 26 | 13 [ 60 | 29 | 18
24" 21 13 5 35 | 20 (85| 50 [ 26 | 12 | 65 | 30 | 16 [ 80 | 33 | 19
27" 27 | 14 | 55| 50 [ 24 [ 95| 70 [ 29 | 14 | 90 | 34 | 18 (110 | 37 | 22
30" 36 | 16 6 60 | 25 | 95| 90 | 33 (155|120 | 38 | 20 (140 | 41 | 24
36" 56 | 20 7 |100 | 32 | 13 | 140 | 40 | 18 | 180 [ 45 | 23 (220 | 50 | 28
42" 82 | 22 |85 |120 | 32 | 12 | 160 | 39 | 17 | 200 45 | 20 (260 | 52 | 26
48" 120 | 26 | 10 (170 | 37 | 14 (220 | 46 | 19 | 270 | 54 | 23 | 320 | 64 | 37

Riprap Aprons for High Tailwater
(downstrean flow depth > 0.5 x pipe diameter)

Lowest value Intermediate values to interpolate from | Highest value
Q | La[Dsg| Q | La[Dsg| Q | La[Dsg| Q | La [ Dso| Q | La | Dso

Cfs| Ft | In |Cfs| Ft | In |Cfs| Ft | In |Cfs| Ft | In |Cfs| Ft | In

12" 4 8 2 6 18 | 2.5 9 28 | 45| 12 | 36 7 14 | 40 8

15" 7 8 2 10 | 20 | 25 | 15 | 34 5 20 | 42 | 75| 25 | 50 | 10

18" 10 8 2 15 | 22 3 20 | 34 5 30 | 50 9 40 | 60 1

21" 15 8 2 25 | 32 | 45| 35 | 48 7 45 | 58 11 60 [ 72 | 14

24" 20 8 2 35 | 36 5 50 | 55 [ 85| 65 [ 68 | 12 [ 80 | 80 | 15

27" 27 | 10 2 50 | 41 6 70 | 58 [ 10 | 90 [ 70 | 14 (110 | 82 | 17

30" 36 1 2 60 | 42 6 90 | 64 11 (120 | 80 [ 15 | 140 | 90 | 18

36" 56 | 13 | 25 | 100 | 60 7 |140 | 85 | 13 | 180 [ 104 | 18 [ 220 | 120 | 23

427 82 | 15 | 25 | 120 | 50 6 |160 | 75 | 10 | 200 | 96 | 14 [ 260 | 120 | 19

48” 120 | 20 | 25 [ 170 | 58 7 |220( 8 | 12 | 270 (105 | 16 [ 320 | 120 | 20

Table 1
REVISION DATE Town Of OUTLET PROTECTION TABLE
ADDED 6-12-2003 N O Ie nSV i I I e ( PAGE 2 OF 2 )
SW-7
1838 Telephone FAX N.T.S.
AGreatPlace ToLive  (615) 776-3633 (615) 776-3634




Dust Control
Performance Requirements

Dust control measures are to be used to stabilize soil from wind erosion, and
reduce dust generated by construction activities. This thereby reduces the
amount of eroded materials available for stormwater runoff. Dust control is
considered primarily as a temporary measure—an intermediate treatment between
disturbance in either construction, paving, or vegetation. This management
practice is likely to create a significant reduction in sediment as well as partial
reductions in toxic materials and oil and grease.

Areas and applications where dust control measures are to be used include, but
are not limited to, the following:

o Clearing and grading activities.

® Construction vehicle traffic on temporary or unpaved roads or construction
site access paths.

® Drilling and blasting activities.

® Sediment tracking onto paved roads.

® Soil and debris storage piles.

® Batch drop from front end loaders or other equipment.
® Areas with unstabilized soil.

e Final grading/site stabilization usually is sufficient to control
post—construction dust sources.

® Dust control should be practiced at all construction sites by performing
phased clearing and grading operations, using temporary stabilization methods,
and/or placing undisturbed vegetative buffers of at least 50 ft. in length
between areas being graded and those areas to remain undeveloped or
undisturbed.

REVISION DATE T oW n Of DUST CONTROL
ADDED 6-12-2003 .
Nolensville
SW-8
1838 Telephone FAX N.T.S.

AGreatPlace ToLive  (615) 776-3633 (615) 776-3634




CONCRETE
WASHOUT
AREA

Concrete Waste Management
Performance Requirements

Concrete waste management is required to prevent or reduce the discharge of
pollutants to stormwater from concrete waste by conducting washout off—site,
performing on-—site washout in a designated area. Owners, developers,
contractors, builders shall train and explain this requirement to employees,
suppliers, subcontractors and related project personnel.

The following steps are to be accomplished to help reduce stormwater pollution
from concrete wastes:

o Store dry and wet materials under cover, away from drainage areas.
® Avoid mixing excess amounts of fresh concrete or cement on-—site.

o Perform washout of concrete trucks off site or in designated areas only —
such as a specially designed soil mixing sump protected by a sediment trap
and other methods to contain washout.

® Do not wash out concrete trucks into storm drains, open ditches, streets,
or streams.

® Do not allow excess concrete to be dumped on-site, except in designated
areas.

e For on-—site washout:

— locate washout area at least 50 feet from storm drains, open ditches, or
water bodies. Do not allow runoff from this area by constructing a temporary
pit or bermed area large enough for liquid and solid waste;

— wash out wastes into the temporary pit where the concrete can set, be
broken up, and then disposed of properly.

— be sure the stormwater collection system is protected by means of a
sediment trap and/or similar practice.

® When washing concrete to remove fine particles and expose the aggregate,
avoid creating runoff by draining the water to a bermed area, contained area
or level area.

REVISION DATE Town Of CONCRETE WASTE MANAGEMENT
ADDED 6-12-2003 -
Nolensville
SW-9
1838 Telephone FAX N.T.S.

AGreatPlace ToLive  (615) 776-3633 (615) 776-3634
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